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THERMAL CONDUCTIVITY AND ELECTRICAL RESISTIVITY

OF A SPECIMEN OF TYPE 30<+L STAINLESS STEEL

by

T. W. Watson and W. L. Carroll

1. Introduction

This report presents values of thermal conductivity and electrical

resistivity determined on a sample of Type 304L stainless steel sub-

mitted by Union Carbide Corporation, Nuclear Division, Oak Ridge,

Tennessee. The thermal conductivity and electrical resistivity were

measured over the temperature range from -150 to 230 °C„



2 . Sample

The sample tested was a bar of Type 304L stainless steel about

2.54 cm in diameter and 37.0 cm long. It was identified as Heat No.

48201. The nominal chemical composition of the alloy in weight per-

cent, as supplied by Union Carbide Corporation (source of analysis:

Ingersoll Steel Division, Borg-Warner Corporation, New Cast le, Indiana)

is as follows: 0.03 C, 1.72 Mn, 0.018 P, 0.008 S, 0.56 Si, 18.14 Cr

,

9.41 Ni, 0.11 Co, 0.14 Cu, and 0.13 Mo. X-ray plates of the specimen

supplied by Union Carbide showed no pipes or imperfections.

3. Thermal Conductivity Test Apparatus and Method

The thermal conductivity of the sample was determined by means of

a steady-state flow of heat longitudinally in the bar specimen, with

measurements of the temperatures existing at the ends of six consecu-

tive, approximately 3.51 cm, spans along the central length of the bar.

Each determination required a pair of tests at moderately different

temperature conditions, and yielded values of thermal conductivity at

six different mean temperatures [1]^.

The test apparatus is shown schematically in figure 1.

Figures in brackets indicate the literature references at the end

of this report.
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The specimen, a bar approximately 37 cm long and of uniform outside

diameter, was supported at the top (coolant) end coaxially within a

stainless steel guard tube of 0.8 cm wall thickness, which in turn was

held coaxially within a cylindrical outer container. The specimen was

drilled at each end with a 1.35 cm hole 5.5 cm deep. An electrical

heater was inserted and secured in the hole at the bottom (hot) end by

a completely enclosing metal cap (in lieu of the strap shown in figure

1). The supporting fixture at the top end provided a liquid-tight con-

nection for circulating a coolant through the top drill hole.

Temperatures along the specimen were indicated by seven thermo-

couples located symmetrically about the longitudinal center of the

specimen, spaced approximately 3.51 cm apart, with one additional

thermocouple near the bottom end of the specimen. Thermocouples were

located in corresponding longitudinal positions on the guard tube.

The guard tube was equipped near its lower end with two external

circumferential electric heaters, as shown. The guard tube was cooled

at the top by means of a copper-tube coil soldered circumferentially

at a position corresponding in effect to that of the specimen coolant

well. Coolant (liquid nitrogen at -196 °C) was pumped through the guard

coil and specimen well in series connection, as shown.
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The electrical heater for the specimen consisted of 24-gage nichrome

heater wire threaded back and forth through longitudinal holes in a

porcelain cylinder, 1.25 cm in diameter and 5.2 cm long. Its resistance

at 25 °C was approximately 14 ohms. Current was brought to the heater

through relatively large heater leads, to which separate potential

leads were connected at the point where they entered the porcelain

core. The heater was energized by an adjustable constant-voltage

d-c source. Heater current and voltage drop measurements were made

using standard resistors and the high-precision manual potentiometer

used for thermocouple observations. The guard was heated with

alternating current governed by a sensitive temperature controller

actuated by the guard temperature at a selected position.

The thermocouples for the test specimen were made from calibrated

Chromel P and constantan 30-gage wires (0.025 cm), electrically

welded to form a spherical junction about 0.05 cm in diameter.

Chromel P is a registered trademark of Hoskins Manufacturing

Company

.
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The thermocouple wires were pressed into transverse grooves

0.025 cm wide by 0.03 cm deep and 0.6 cm in length in the convex

surface of the bar with the spherical junction pressed into radially-

drilled holes 0.05 cm in diameter, centrally located in the grooves.

The fiberglass covered thermocouple leads were individually brought

out in the powder insulation in the same transverse plane as the

junction (one wire in each direction around the bar) forming a 4 cm

circle. The wires were then additionally insulated with alumina

tubing in the hotter regions, and brought out through the powder

insulation near the guard tube. The thermocouples in the guard tube

were made from calibrated Platinel II wires and were welded to form

a spherical junction about 0.10 cm in diameter. The junctions in

the guard were inserted into radially-drilled holes 0.11 cm in

diameter and 0.17 cm deep, and tightly secured by punch-pricking

the metal around the hole. The wires were similarly brought out

through the powder insulation. The longitudinal positions of the

thermocouple junctions were taken as those of the centers of the

grooves, or of the drilled holes, measured to the nearest 0.01 cm

with a laboratory cathetome ter

.

Platinel II is a registered trademark of Engelhard Industries,

Inc •
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Current leads (0.1-cm Pt) were attached to the two ends of the

bar specimen for passing a direct current of about 10 amperes along

the bar for making electrical resistivity measurements. The lead at

the hot end was led in a flat spiral in the powder insulation, in a

plane transverse to the bar axis, to near the inner radius of the

guard tube, from which point it was electrically insulated with broken

ceramic tubing and brought upwards through the powder insulation near

the guard tube.

After installation of the specimen, the space between it and the

guard tube was filled with fine alumina powder, which also was used

to insulate the space surrounding the guard tube. The tests were

conducted with the insulation exposed to atmospheric air.

In principle, if there were no heat exchange between the specimen

and its surroundings, the conductivity could be determined from the

measured power input to the specimen and the average temperature gra-

dient for each of the six spans along the specimen, all of uniform

known cross-sectional area. In practice, a perfect balance of tem-

peratures between the bar and guard all along their lengths is not

possible, because of differences in their temperature coefficients of

conductivity, and the effect of the outward heat losses of the guard.

In addition to heat exchanges between the bar and guard from this

cause, a relatively smaller longitudinal flow of heat occurs in the

powder insulation surrounding the specimen, and the contribution of

the specimen to this heat flow must depend somewhat on the bar-to-

guard temperature unbalance.
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In order to evaluate the heat flow in the bar at the center

points of each of the six spans, a partly empirical procedure was used.

Two steady-state test runs were made with slightly different bar and

guard temperatures and power inputs. In the two tests, the heat flow

and the observed temperature drop from end to end of a given span dif-

fered, as did also the approximate integral with respect to length of

the observed temperature differences between bar and guard, summed

from the hot end of the bar to the span center point. It is thus

possible to write for each span two equations (one for each test run)

of the form

AkAt
+ fS = Q

Ax

where A is the cross-sectional area of the specimen,

k is the specimen conductivity at the mean temperature
of the span,

At is the temperature drop from end to end of the span,

Ax is the length of the span,

fS represents the total net heat loss from the bar from
it bottom end at the heater to the midpoint, x, of the

given span, expressed as the product of S, which is the
integral (tbar " tguard^ dx > and an avera§e heat
transfer coefficient f for the thermal path from bar
to guard.

Q is the measured power input to the specimen heater.
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The two equations written for each of the six spans of the bar

can be solved simultaneously to determine k and f. For this to be

strictly valid, k and f must have equal values in the two equations.

Since the mean temperatures of the span in the two tests will in

general differ slightly, and the conductivity of the bar may vary

with temperature, a slight adjustment is made to the observed values

of AT so that k corresponds to the mean of the span mean temperatures

in the two tests. Compensation is made for the temperature dependence

of f by using an appropriate value for the temperature dependence of

the thermal conductivity of the powder insulation.

Electrical resistivity measurements for each span were made, at

the temperature conditions existing at the end of each pair of runs

for determining the thermal conductivity, by passing a d-c current

of about 10 amperes along the bar and observing the potential dif-

ferences between adjacent positive leads of the span thermocouples,

with the current direction forward and reversed. The average of the

two potential drops between two adjacent leads indicated the net

potential drop due to the current flowing in the span, and thus enabled

calculation of its resistivity. Additional sets of data were taken

with the specimen isothermal at room temperature before and after the

tests described above.
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The computation of results directly from the observed data was

effected by digital computer suitably programmed to compute the thermal

conductivity, the electrical resistivity, and the corresponding mean

temperatures, for each of the six spans.

4. Results and Discussion

The results of the thermal conductivity and electrical resistivity

determinations, obtained by the methods described above, are shown in

figure 2. The twelve individual thermal conductivity data points

represent two sets of tests, each with values for the six spans.

Electrical resistivity and thermal conductivity data obtained from

the specimen are shown as triangles. Smoothed values are given at

50 deg C intervals except at 240 °C, in table 1, and are represented

by the solid curves in figure 2.

To obtain the smoothed values of thermal conductivity and electri-

cal resistivity, least squares fits of cubic polynomials in temperature

were made to the test data. The respective equations for the thermal

conductivity and electrical resistivity are:

\ = 13.60 + 1.829 X 10'2 t - 2.261 x lO'V + 4.932 x 10
_8

T
3

(1)

p
= 70.84 x 10' 8

+ 8.396 x 10‘ 10T - 4.617 x 10~ 13
T
2

+ 9.838 x 10" 16
T
3

(2 )

where T is in °C, \ is in units of Wm ^
°C \ and p is in units of

Q m» These equations should be considered valid only in the temperature

range -150 °C to 240 °C.
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An indication of the precision of the experimental results is

given by the estimated standard deviation obtained from the residuals

of a set of data points with respect to the curve which is fitted to

the set. In this case, the thermal conductivity standard deviation

was about 0.9 percent, while that for the electrical resistivity was

about 0.4 percent. The absolute reliability of results obtained from

this apparatus has been established by comparison of results on the

round-robin specimens by NBS and other reputable laboratories around

the world, and is estimated to be about + 2 percent [2 - 5]

.

USC OMM-NBS-DC
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Table 1. Thermal conductivity and electrical

resistivity of a sample of Type 304L stainless steel

iperature

Electrical
Resistivity

Thermal
Conduct ivi

°C Q m W m ^ deg

-150 56.87 10.2

-100 61.88 11.5

- 50 66.51 12 .6

0 70.84 13.6

50 74.93 14.5

100 78.87 15.3

150 82.72 16.0

2 00 86.57 16.75

240 89.69 17.4
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Figure 1. Apparatus used for measuring thermal conductivity
of metal specimens.
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Figure 2 „ Thermal conductivity and electrical resistivity
of a sample of Type 304L stainless steel. The
symbols are described in the text.
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